BRACING, ATTACH EVERY 4'-0"
[1220] FROM GRID BULB TO TOP

OF COMPASSO™ ELITE TRIM.
FASTEN WITH SELF-DRILLING ATTACH BRACING TO TOP EDGE

HANGER WIRE BY OTHERS SREENS OF COMPASSO™ ELITE TRIM
G DR S o FASTEN TO USG COMPASSO™ ELITE SPLICE CLIP

BULB OF GRID
USG DRYWALL SUSPENSION

MAIN TEE DGLW26 )
USG COMPASSO™ ELITE TRIM,
/ 21/2", 4", 6" & 8", PER SPECIFIER

— FLOAT 2" - 6" [50-150] DGWM24 ANGLE MOLDING
BEYOND GRID /

ATTACH FRAMING ANGLE AROUND
§ ENTIRE PERIMETER 1/4" [5] BACK FROM

EDGE, SCREWS SPACED 16" [450] O.C.

LR

USG SHEETROCK® BRAND ENSEMBLE PANEL APPLY AT JOINT, USG SHEETROCK™
BRAND EASY SAND JOINT COMPOUND,
USG ENSEMBLE™ SPRAY-APPLIED FINISH USG SHEETROCK™ BRAND PAPER JOINT
TAPE AND USG SHEETROCK™ BRAND
ENSEMBLE™ CEILING COMPOUND
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