
RUBBERIZED
ASPHALT ADHESIVE

NOTES:

A. VISIT CERTAINTEED.COM FOR THE MOST CURRENT DETAILS

B. REFER TO PRODUCT DATA SHEETS ON WEB SITE FOR 
FURTHER INFORMATION

C. USE A SQUARE PIECE OF MEMBRANE (12" x 12" MINIMUM) 
FOR INSIDE CORNER

D. USE RIPCORD® FOR EASE OF INSTALLATION AND TO 
MINIMIZE SCORING RELEASE PAPER

E. FOLD AS SHOWN BY ARROWS

F. ANGLE OF CORNER MAY VARY, ADJUST FOLDING OF THE 
MEMBRANE ACCORDINGLY TO FIT TIGHTLY TO CORNER

G. INSTALL VYCOR® ICE & WATER SHIELD®  UNDERLAYMENT TO 
FORM WATER-SHEDDING LAPS

H. INSTALL FLASHING AND ROOFING AS PER 
MANUFACTURER'S RECOMMENDATION

RUBBERIZED
ASPHALT ADHESIVE

(BEFORE FOLDING, SCORE RELEASE PAPER
TO EXPOSE ADHESIVE AS SHOWN)

MECHANICALLY FASTEN AS NECESSARY 
IN CORNERS THROUGH VYCOR®  ICE & 
WATER SHIELD® UNDERLAYMENT

SCORED RELEASE
PAPER
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